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PERMETER KOLENO - 45⁰

Težina -

Unutrašnji Ø 13, 15, 18, 20

Troslojno koleno PERMETER koristi se za vertikalno i horizontalno etažiranje / skretanje dimnjaka.

Isporučuje se u paru tako da senakon montaže vertikala ili horizontala vraća u istu ravan sa pomerenom osom dimnjaka.

Između kolena može se dodati Easy Mont cev (0,25, 0,5 ili 1 met) čime se dobija veće osno pomeranje.

 

PERMETER CEV – 0.5m

PERMETER CEV – 1.0m

 

VARIJACIJE

Šifra proizvoda Description Unutrašnji Ø Cena

174302 Permeter Koleno 45° 130 set 2 kom. 13

174303 Permeter Koleno 45° 150 set 2 kom. 15

174304 Permeter Koleno 45° 180 set 2 kom. 18

174305 Permeter Koleno 45° 200 set 2 kom. 20

https://shop.schiedel.com/rs/unutrasnji-o/13/
https://shop.schiedel.com/rs/unutrasnji-o/15/
https://shop.schiedel.com/rs/unutrasnji-o/18/
https://shop.schiedel.com/rs/unutrasnji-o/20/
https://shop.schiedel.com/rs/proizvod/permeter-cev-0-5m/
https://shop.schiedel.com/rs/proizvod/permeter-cev-1m/
https://shop.schiedel.com/rs
mailto:sch-srb-dimnjak@schiedel.com
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OPIS PROIZVODA

Troslojno koleno PERMETER koristi se za vertikalno i horizontalno etažiranje / skretanje dimnjaka. Isporučuje se u paru tako da
senakon montaže vertikala ili horizontala vraća u istu ravan sa pomerenom osom dimnjaka. Između kolena može se dodati Easy
Mont cev (0,25, 0,5 ili 1 met) čime se dobija veće osno pomeranje. Odlikuje je ih mala težina, otpornost na kiseline iz dimnih gasova,
otpornost na atmosferske uticaje. Montaža je izuzetno brza i laka. Ne zahteva dodatne građevinske radove i može se montirati
kako u unutrašnjost tako i na spoljnoj strani objekta. Ispunjava sve EN standarde i norme. Izrađena je od specijalnog čelika koji se
koristi u dimjačkoj tehnici. Posebna svojstva vatrootpornosti daje joj izolacija od "superwool" keramičke vune koja se nalazi
između dve cevi. Može se montirati sa bilo koje pozicije u objektu ili na fasadi.

Odgovarajuc ́a preuzimanja kao što su deklaracije o performansama, odobrenja ili uputstva za upotrebu
možete pronac ́i u centru za preuzimanje na www.schiedel.rs.

Težina -

Unutrašnji Ø 13, 15, 18, 20

https://www.schiedel.com/de/fuer-profis/downloads
https://www.schiedel.com/rs/preuzimanja/
https://www.schiedel.com/rs/preuzimanja/
https://www.schiedel.com/rs/preuzimanja/
https://shop.schiedel.com/rs/unutrasnji-o/13/
https://shop.schiedel.com/rs/unutrasnji-o/15/
https://shop.schiedel.com/rs/unutrasnji-o/18/
https://shop.schiedel.com/rs/unutrasnji-o/20/
https://shop.schiedel.com/rs
mailto:sch-srb-dimnjak@schiedel.com

